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FOr pProFeEsSSIOoNALS

MODEL SITTEN RH1600 SITTEN PRO4 SITTEN RH1786
Reference BNK1022 , BNK1021 BNK1023
EAN - - -
Type UV Conterfect Detector UV Counterfect Detector UV Counterfect Detector
UV Detection Yes Yes Yes
MG Detection No | No Yes
IR Detection No No No
Other N/A ‘ N/A Fluorescent light for watermark check
TECHNICAL SPECIFICATIONS ]
Default Currencies Multicurrency verification l Multicurrency verification Multicurrency verification
Lamp oW ' aw 2X6W
Beep No No ‘ Yes (for magnetic ink detection)
Energy Saving No No ‘ Yes (Auto on/off switch)
Sunlight strength | 200~800LX 200~800LX 200~800LX
Magnetic ink sensor | No No ‘ Yes
Dimensions ‘ 180x90x85mm 195x90x80mm 270x140x145mm
Weight 0.3 Kg 0.35Kg 1.5Kg
Operating temperature 0°C-40°C 0°C-40°C 02C-40°C
Humidity 25% - 85% 25%-80% 20%-85%
Power supply AC110V 60Hz or AC220V 50Hz +/-10% AC220V~240V: 50Hz - 12W, 50mA AC110V~220V +/- 10%
Energy consumption <18W | Stand-bye: <2W < 18W | Stand-bye: <2W <10W
Certification CE | ROHS CE | ROHS CE | ROHS
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